
Technical Data
� Max operating pressure bar : 10
� Temperature range °C  : ( Polyurethane: –10 to +80 ), ( FKM/FPM: –10 to +150 (non-magnetic)
� Fluid     : Unlubricated air. Lubrication, if used, must be continuous
� Bore mm    : 8; 10; 12; 16; 20; 25
� Design    : Chamfered barrel
� Versions    : Double-acting, Double-acting cushioned,  Single-acting extended
       or retracted rod, Through-rod, Through-rod cushioned, Version with
       piston rod block, no-stick slip
� Magnet for sensors   : All versions come complete with magnet. Supplied without magnet 
       on request.

■ Type    : with flange + shock 
     absorbers R3-90
■ Diameter (Bore) : 25 mm

Rotary Actuators Series R3, Code- W1630254090

For further information please visit : https://goo.gl/wfoWWV

Techsense Bangladesh Ltd

Dual-rack actuator with automatic adjustment for wear. Hydraulic shock absorbers are arranged externally and operate at
a distance from the axis of rotation which is considerably higher than for internal ones. This means that the absorbable kinetic 
energy is 4 to 8 times higher. It is reduced in length as there are no adjusting screws. A 90° and a 180° versions are available.
Grooves are provided in the body to fix retractable magnetic proximity sensors, two on each side. A hole has been drilled in 
the flange for the passage of air pipes or power cables.

We are the authorized distributor of Metal Work in Bangladesh.
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